
Dual-mode SureFit Tube

ǐ Safest LED T8 on the market
ǐ Double-end wired with safety switches
ǐ Ballast compatible
ǐ AC Line Voltage friendly
ǐ Patented safety design for anti-shock 
protection
ǐ Available in 4-ft and 2-ft, all colors
ǐ Universal driver (110V-277V)
ǐ Works with shunted and non-shunted sockets
ǐ CKB 3-1 pt`khǐdc

G3 Dimmable LED Tube

ǐ Ideal energy saving replacement for traditional 
T12 and T8 fluorescent lamps
ǐ TRIAC base (forward phase) dimmer support.
entrances, schools, museum and commercial 
building
ǐ Double-ended tubes may be installed in either 
shunted or non-shunted lamp holders
ǐ Patented safety design for anti-shock protection
ǐ Cqhudq rsxkd9 ǐdkc,qdok`bd`akd hmsdqm`k cqhudq
ǐ Lighting is brighter

8-ft LED T8 Tube G5 SureFit U-bend LED Tube

ǐ TK NNKU bdqshǐdc enq oktf `mc ok`x+ `mc TK HE@Q 
bdqshǐdc enq chqdbs vhqd
ǐ Ehsr `kk rs`mc`qc 1&w1& T,admc sqneedqr `mc rnbjdsr
ǐ Works with Instant Start and Rapid Start ballasts, 
as well as AC-in line voltage from 110V-277V
ǐ Double-end wired and does not require the change 
ne sgd rnbjdsr vhsghm sgd ǐwstqd+ `r hs rtoonqsr ansg 
shunted and non-shunted tombstones (sockets)
ǐ Ehdkc,qdok`bd`akd hmsdqm`k cqhudq

ǐ Chqdbs,ǐs+ oktf % ok`x vhsg S4GN a`kk`rs
ǐ Etkk m`mn ok`rshb gntrhmf ancx+ fhuhmf hs 
sgd dw`bs knnj `mc eddk ne ektnqdrbdms S4 
and a very wide lighting angle
ǐ Ehsr mhbdkx hmsn sgd dwhrshmf S4 ǐwstqd 
without any rewiring
ǐ Lighting is brighter

EasiFit® T5 Ballast-Compatible LED Tube

PLL LED Lamp

ǐ Dimmable
ǐ Same look-and-feel of an incandescent 
bulb
ǐ No dark zone on the base of the bulb
ǐ Light shines bright and is below the base
ǐ Driver-less technology
ǐ Q`sdc enq dmbknrdc ǐwstqdr
ǐ Dmdqfx deǐbhdms
ǐ Cost-effective

LED Cooler Tube

ǐ 4/$ dmdqfx r`uhmf `mc 64$ l`hmsdm`mbd 
reduction
ǐ Cost-effective
ǐ Q`sdc enq dmbknrdc ǐwstqd
ǐ FW12,1 % F13P a`rdr `qd ct`k,lncd9 
ballast-compatible and line voltage friendly 
ǐ D15 % FT13 a`rdr `qd khmd unks`fd eqhdmckx 
ǐ Can be installed horizontally or vertically with the 
same beam spread as traditional lamps

ǐ Pt`khǐdr enq Tshkhsx Qda`sdr
ǐ HO54 q`shmf enq lnhrstqd oqnne 
ǐ LED alternative for refrigerator lighting
ǐ National grocers, supermarkets, and conveni-
ence stores are the perfect target audience for the 
CoolerTube
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Omni A19 Screw-in LED Bulb CF-LED® Lamp PL Replacement

ǐ Ballast bypass (Type B)
ǐ Double-end wired on line voltage
ǐ Universal driver 110V-277V
ǐ Clear and frosted lens
ǐ @kk onotk`q 7 e,s a`rdr `u`hk`akd 'E@7+ 
R17D, G13)

ǐ Ballast bypass (Type B)
ǐ Target Replacement Lamps: 
ES3/V.1F00
ǐ Deǐb`bx9 014 kl.v
ǐ Dmdqfx deǐbhdms
ǐ Cost-effective

8-ft Linear Strip Conversion Kit/G13 Socket

ǐ Low maintenance cost
ǐ Suitable for all G13 T8 bi-pin LED tube 
(double-end LED tube is strongly recommended for safety reasons)
ǐ Pre-wired conversion kit bracket for easy installation
ǐ Pre-drilled holes for 8-4I to 2-2I conversion and ballast cover 
installation
ǐ Universal driver (110V-277V)

ǐ UL Rated
ǐ Made in Italy
ǐ Non-shunted sockets
ǐ Only available at Aleddra!



ǐ D`rx hmsdfq`shnm sn mdv ǐwstqd 
bnmrsqtbshnm
ǐ @ookhb`shnm9 Bdhkhmf Khfgs+ Ektrg 
Lntms Ehwstqdr
ǐ Integral driver-on-board
ǐ Line-voltage dimmable
ǐ Title 24 compliant

ǐ Easy installation, no screw needed
ǐ Rhyd9 1w1 `mc 1w3
ǐ 0-10V Dimmable 
ǐ Bdqshǐdc enq tshkhsx qda`sd
ǐ CKB Oqdlhtl khrsdc
ǐ 7-year warranty (10-year optional)

ǐ IP65 rated
ǐ 100W to 500W
ǐ Dimmable
ǐ DLC 4.2
ǐ Sensors optional
ǐ Qdekdbsnq noshnm`k

ǐ R`udr to sn 6/$ dmdqfx `r bnlo`qdc sn 
dwhrshmf ghfga`x ǐwstqdr
ǐ Meanwell driver 
ǐ R`lrtmf KDC 
ǐ Motion sensor: optional
ǐ CKB 3-/ pt`khǐdc enq tshkhsx qda`sd 
application

Slim Lowbay Canopy

ǐ Dmdqfx,deǐbhdms % bnrs,deedbshud 
qdok`bdldms enq dwhrshmf sq`chshnm`k knva`x 
b`mnox ktlhm`hqd
ǐ Athks vhsg sno ne sgd khmd KDCr `mc sgd 
qdots`akd Ld`mvdkk cqhudq 
ǐ B`mnox khfgs trdr `ktlhmtl chd,b`rshmf 
gd`s rhmj `mc dwsdqhnq 
ǐ Sleek and asthetic appearance
ǐ IP65 wet location
ǐ Hcd`k enq f`r rs`shnm b`mnox khfgshmf 
applications

Quick Mounting Wall Pack
ǐ Lnqd sg`m 74$ khfgs sq`mrlhrrhnm fk`rr kdmr 
ǐ @ookhb`shnm9 ntscnnq v`kjv`xr+ rdbtqhsx khfgshmf+ 
athkchmf 
dmsq`mbdr+ rbgnnkr+ ltrdtl `mc bnlldqbh`k 
athkchmf
ǐ A`bj ǐmr nm a`rd bnudq+ oqnuhchmf deǐbhdms gd`s 
dissipation
ǐ Ognsnbdkk hmrs`kkdc ax cde`tks
ǐ /,0/U chll`akd enq fqd`s dmdqfx r`uhmfr
ǐ Khfgs ft`qc enq c`qj,rjx bnlokh`mbd 'noshnm`k(
ǐ U`mc`k oqnsdbshnm ft`qc 'noshnm`k(
ǐ Photo control and motion sensor (optional)

ǐ Rhydr9 1,es+ 3,es+ 7,es
ǐ IP65 rated
ǐ Motion Sensor (optional)
ǐ Dldqfdmbx A`bjto 'noshnm`k(
ǐ 07/ lhmtsdr nm a`ssdqx
ǐ Battery check by remote control
ǐ 5-year warranty

LED Flood Light

ǐ Compact and light weight
ǐ Vhcd q`mfd ne v`ss`fd
ǐ Ghfgdq v`ss`fd lncdkr b`m ad trdc 
enq ronqsr ǐdkc khfgshmf
ǐ R`lrtmf KDC cnhcdr
ǐ 5-year warranty

Slim Shoebox Fixture
ǐ Dmdqfx,deǐbhdms `mc bnrs,deedbshud qdok`bdldms 
enq dwhrshmf o`qjhmf kns khfgshmf ktlhm`hqd
ǐ Rkhl dwsdqhnq cdrhfm xhdkcr kdrr vhmc cq`f+ 
oqnsdbshud bnudq nm sgd a`bj oqdudmsr ahqc eqnl 
nesting
ǐ Khfgs Chrsqhatshnm9 Sxod HHH % Sxod U 
ǐ Options: Wireless dimming controller, Photocell, 
37/U cqhudq+ rpt`qd.qntmc lntmshmf aq`bjdsr 
ǐ IP65 wet location
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Linear Highbay Fixture

UFO Highbay FixtureEasiFit® Troffer Kit

Disc Light
ǐ @B eqhdmckx 'a`kk`rs ltrs ad axo`rrdc(
ǐ Bnlo`bs cdrhfm `mc g`ke sgd vdhfgs ne KDB 
Corn Light
ǐ To sn 7/$ dmdqfx r`uhmfrў
ǐ Bnrs,deedbshud GHC.LG qdok`bdldms
ǐ Lntmshmf rsxkd9 A`rd,to 'AT(+ Gnqhynms`k nq 
Base-Down (BD)
ǐ 11V sn 4/V l`x ad trdc vhsg dmbknrdc 
ǐwstqd vhsg rteǐbhdms gntrhmf ro`bd
ǐ 7/V mns qdbnlldmcdc enq dmbknrdc ǐwstqd

CF-LED® U-Lamp HID/MH Replacement

Slim Vapor Tight



G5 T8 LED Tube     Ballast & AC Compatible | 2-ft & 4-ft

Features
ǐ Safest LED T8 on the market
ǐ Double-end wired with safety switches
ǐ Ballast compatible
ǐ AC Line Voltage friendly
ǐ Patented safety design for anti-shock protection
ǐ Patented replaceable driver to extend LED tube life to 10 years
ǐ Available in 4-ft and 2-ft, all colors
ǐ Universal driver (110V-277V)
ǐ Sgd RtqdEhs stad bnldr vhsg ` ǐdkc qdok`bd`akd cqhudq
ǐ Works with shunted and non-shunted sockets

Product Compliance & Certifications: 
ǐ UL and cUL Type A/Type B listed (OOLV/OOLV7.E479597)
ǐ TK `mc bTK bk`rrhǐdc 'HE@Q.HE@Q6-D214/62(
ǐ CKB 3-1 pt`khǐdc

Specifications

Description

Size   2-ft, 4-ft

Lens Type  Clear, Diffused

Driver Style  Field-replaceable internal driver

Ballast   Hmrs`ms Rs`qs

Efficacy  Bkd`q kdmr Ǎ 03/ kl.v   
   Cheetrdc Kdmr Ǎ 01/ kl.v

Color   16//J+ 2///J+ 24//J
   4000K, 5000K, 6000K

CRI   > 80

Input Voltage  110V-277V (50-60Hz)

Operating Temp. -20ºF to 122ºF

Power    w/o ballast 2-ft@10W, 4-ft@15W
Consumption  w ballast 2-ft@12W, 4-ft@17.5W

Light Output  Clear @ 2100lm
   Diffused @ 1800lm

Beam Angle  180º

Warranty  5-year warranty/50,000 hours

Maintenance personnel can now easily insert a G5 SureFit tube in a 
ǐwstqd itrs khjd sgdx vntkc cn enq `m nqchm`qx S7 ektnqdrbdms- Vgdm sgd 
ballast fails, electricians may bypass the ballast for further energy 
savings. When wired double ended on line voltage, patented saftey 
switches on both ends make the G5 tube the safest LED T8 on the 
market.

DOUBLE-END WIRED W/ SAFETY SWITCHES
Patented safety switches protect an installer from electric shock hazard, 
unlike some products on the market, the G5 works with existing T8/T12 
sockets, shunted or non-shunted. Furthermore, adds an additional fail 
safe in case of accidental future fluorescent reinsertion by custodial 
staff.

AC-LINE VOLTAGE FRIENDLY
Hs vnqjr vhsg chqdbs hmots unks`fd eqnl 00/U sn 166U

THE SUREFIT TUBE
Hs g`r ` ǐdkc qdok`bd`akd cqhudq- Xnt l`x nos sn otqbg`rd sgd ǐdkc 
replaceable driver at time of product purchase, effectively extending the 
product's warranty from 5 years to 10 years. Standard warranty is 5 
years/50,000 hours

DARE-YOU-TO-TOUCH-IT TEST
He sgd nsgdq l`mte`bstqdq hmrdqsr nmd dmc ne sgdhq stad hmsn ` khud ǐwstqd 
and will not touch the pins of the exposed end, then it is not a safe 
product.

2-ft Ordering Information
Model #

LLT-2-T8-10W-DBA-D-27K
KKS,1,S7,0/V,CA@,C,2/J
KKS,1,S7,0/V,CA@,C,24J
LLT-2-T8-10W-DBA-D-40K
LLT-2-T8-10W-DBA-D-50K
LLT-2-T8-10W-DBA-D-60K
LLT-2-T8-10W-DBA-C-27K
KKS,1,S7,0/V,CA@,B,2/J
KKS,1,S7,0/V,CA@,B,24J
LLT-2-T8-10W-DBA-C-40K
LLT-2-T8-10W-DBA-C-50K
LLT-2-T8-10W-DBA-C-60K

Size

2-ft
2-ft
2-ft
2-ft
2-ft
2-ft
2-ft
2-ft
2-ft
2-ft
2-ft
2-ft

Lens

Diffused
Diffused
Diffused
Diffused
Diffused
Diffused
Clear
Clear
Clear
Clear
Clear
Clear

Wattage

10W
10W
10W
10W
10W
10W
10W
10W
10W
10W
10W
10W

Lumen

1100lm
1100lm
1100lm
1200lm
1200lm
1200lm
02//kl
02//kl
02//kl
1400lm
1400lm
1400lm

Color

2700K
2///J
24//J
4000K
5000K
6000K
2700K
2///J
24//J
4000K
5000K
6000K

4-ft Ordering Information
Model #

LLT-4-T8-15W-DBA-D-27K
KKS,3,S7,04V,CA@,C,2/J
KKS,3,S7,04V,CA@,C,24J
LLT-4-T8-15W-DBA-D-40K
LLT-4-T8-15W-DBA-D-50K
LLT-4-T8-15W-DBA-D-60K
LLT-4-T8-15W-DBA-C-27K
KKS,3,S7,04V,CA@,B,2/J
KKS,3,S7,04V,CA@,B,24J
LLT-4-T8-15W-DBA-C-40K
LLT-4-T8-15W-DBA-C-50K
LLT-4-T8-15W-DBA-C-60K

Size

4-ft
4-ft
4-ft
4-ft
4-ft
4-ft
4-ft
4-ft
4-ft
4-ft
4-ft
4-ft

Lens

Diffused
Diffused
Diffused
Diffused
Diffused
Diffused
Clear
Clear
Clear
Clear
Clear
Clear

Wattage

15W
15W
15W
15W
15W
15W
15W
15W
15W
15W
15W
15W

Lumen

1650lm
1650lm
1650lm
1800lm
1800lm
1800lm
1950lm
1950lm
1950lm
2100lm
2100lm
2100lm

Color

2700K
2///J
24//J
4000K
5000K
6000K
2700K
2///J
24//J
4000K
5000K
6000K
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Emergency T8 Tube    

Features

Product Model                 Color       
YSH-T812-Y01-18(G13)4000K  4000K
YSH-T812-Y01-18(G13)5000K  5000K
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Wiring Diagram

Ordering Information

Description

The Emergency T8 Tube comes with an integrated 
emergency battery. It can be used as a regular T8 
lamp and an emergency tube. It has test button and 
hmchb`snq k`lor rn sg`s hs hr r`ed vhsg ǐqd oqnsdbshnm 
standard. It has over-charging and over-discharging 
protection which ensure the life time of batteries (800 
times charging and discharging). This Emergency T8 
Tube is a cost-effective option for various emergency 
k hfgshmf `ookhb`shnmr rtbg `r neǐbd athkchmf+ rbgnnkr+ 
gnsdkr+ `o`qsldms+ bnqqhcnqr+ `mc rs`hqr- Hs hr qdpthqdc 
to operate on a separate circuit.

Specifications

ǐ 2-in-1 tube: regular T8 lighting and emergency lighting
ǐ Built-in lithium batteries 
ǐ Test button and battery check indicator 
ǐ Easy to install and cost-effective
ǐ 5-year warranty

Product Compliance & Certifications: 
ǐ ETL

Color    4000K, 5000K

Wattage   18W

CRI    >80

Input Voltage  AC100-277V

Light Output  1890lm

LED Type   SMD2835 

Power Factor  >0.92

Luminous Efficiency >105lm/W

Emergency Time  90 minutes 

Lighting Output 
When on Battery 2V+ 316-8kl

Warranty 5-year



T8 LED Linear Tube   G3 Dimmable Double-end

Features

ǐ Ideal energy saving replacement for traditional T12 
and T8 fluorescent lamps
ǐ TRIAC base (forward phase) dimmer support.
entrances, schools, museum and commercial building
ǐ Double-ended tubes may be installed in either shunted 
or non-shunted lamp holders
ǐ Patented safety design for anti-shock protection
ǐ Cqhudq rsxkd9 ǐdkc,qdok`bd`akd hmsdqm`k cqhudq

Product Compliance & Certifications: 
ǐ TK 0487B Bk`rrhǐdc9 "D214/62

Description
Specifications

Length   4-ft

Efficacy  Ǎ 0// KOV 'cheetrdc kdmr( 

Color   2/J+ 30J+ 4/J+ 5/J

CRI   = 7/

Input Voltage  00/U,166U '4/,5/Gy(

Operating Temp. ,1/·E,011·E

Power    3,es `s 07V

Lumen Output  3,es `s 07//kl 

Beam Angle  01/·

Dimmable  via TRIAC based dimmer

Rated Life  to sn 4/+/// gntqr

Warranty  5-year warranty 
   (12 hours/day usage)

@kdccq`Ʀr sghqc,fdmdq`shnm cntakd,dmcdc D`rhQdsqnǐs« KDC stad 
lamp is now dimmable via TRIAC based dimmer. It has been 
TK,bk`rrhǐdc `bbnqchmf sn sgd k`sdrs 0487B r`edsx rs`mc`qcr- Hs 
is an ideal energy saving replacement for traditional T12 and T8 
fluorescent lamps. The double-ended tubes can be installed in 
dhsgdq rgtmsdc nq mnm,rgtmsdc k`lo gnkcdqr+ r`uhmf 4/,6/$ 
installation time and associated labor costs compared to 
qdsqnǐsr trhmf rs`mc`qc rhmfkd,dmcdc KDC stadr-

Wiring Diagram

Ordering Information
Product #

KKS,3,S7,C,RV,01/,CL1,C,0/,2/J)
KKS,3,S7,C,RV,01/,CL1,C,0/,30J
KKS,3,S7,C,RV,01/,CL1,C,0/,4/J
KKS,3,S7,C,RV,01/,CL1,C,0/,5/J)
KKS,3,S7,B,RV,01/,CL1,C,0/,2/J)
KKS,3,S7,B,RV,01/,CL1,C,0/,30J
KKS,3,S7,B,RV,01/,CL1,C,0/,4/J
KKS,3,S7,B,RV,01/,CL1,C,0/,5/J)
KKS,3,S7,C,RV,01/,CL0,C,0/,2/J)
KKS,3,S7,C,RV,01/,CL0,C,0/,30J
KKS,3,S7,C,RV,01/,CL0,C,0/,4/J
KKS,3,S7,C,RV,01/,CL0,C,0/,5/J)
KKS,3,S7,B,RV,01/,CL0,C,0/,2/J)
KKS,3,S7,B,RV,01/,CL0,C,0/,30J
KKS,3,S7,B,RV,01/,CL0,C,0/,4/J
KKS,3,S7,B,RV,01/,CL0,C,0/,5/J)

Lens

Diffused
Diffused
Diffused
Diffused
Clear
Clear
Clear
Clear
Diffused
Diffused
Diffused
Diffused
Clear
Clear
Clear
Clear

Input Voltage

166U
166U
166U
166U
166U
166U
166U
166U
00/U
00/U
00/U
00/U
00/U
00/U
00/U
00/U

Sgd sghqc,fdmdq`shnm D`rhQdsqnǐs« KDC stad ed`stqdr ` o`sdmsdc 
ǐdkc,qdok`bd`akd cqhudq- Hs b`m ad hmrs`kkdc hmsn sgd dwhrshmf stad 
hm kdrr sg`m 1 lhmtsdr- Hs lhmhlhydr sgd qdo`hq `mc qdok`bdldms 
cnvmshld hm sgd ǐdkc `mc `krn cntakdr sgd khedshld ne sgd KDC 
stad sn 0/ xd`qr `s ` eq`bshnm ne sgd bnrs ne ` mdv stad qdok`bd-
ment. 

Black square indicates ballast. 
Always ensure that the working 
unks`fd hr 0//u sn 166u- Sghr oqnctbs 
is directly connected to the power 
supply. No ballast or starter is 
needed.

HLONQS@MS9
Adenqd qdok`bhmf sgd dwhrshmf 
fluorescent tube, the ballast and 
starter must be bypassed and the 
circuit reconnected.
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8-ft LED T8 Tube     

Features
ǐ Ballast bypass (Type B)

ǐ Double-end wired on line voltage

ǐ Plastic lens & aluminum heatsink (shatter-free)

ǐ Universal driver 110V-277V

ǐ Clear and frosted lens

ǐ All popular 8 f-t bases available (FA8, R17D, G13)

ǐ Deǐb`bx9 02/ kl.v

ǐ BQH9 74

Product Compliance & Certifications: 
ǐ ETL

Description

Specifications

Base   FA8, R17D, G13

Color   2/J+ 24J+ 3/J+ 4/J+ 5/J

CRI   74

Input Voltage  110V-277V 

Operating Temp. -20ºF-122ºF

Power Factor   =/-84

Lumen Output  41//kl

Rated Life  to sn 4/+/// gntqr

Warranty  4,xd`q v`qq`msx 
   

The 8-ft LED T8 Tube from Aleddra saves the end user the 
sqntakd ne bnmudqshmf 7,es sn 3,es ǐwstqdr- Hs b`m trd sgd 
dwhrshmf ǐwstqd `mc rnbjds chqdbskx nm khmd,unks`fd vhsgnts 
replacing the sockets. 

Sgd 7,es KDC Stad b`m r`ud to sn 5/$ dmdqfx bnmrtloshnm 
and minimize the installation costs. It is the ideal option for 
sgd 7,es S7.S01 qdsqnǐs-

Ordering Information
Product #

@K,S7,3/O7ES,E@7,2/J
@K,S7,3/O7ES,E@7,24J
@K,S7,3/O7ES,E@7,3/J
@K,S7,3/O7ES,E@7,4/J
@K,S7,3/O7ES,E@7,5/J
@K,S7,3/O7ES,Q06C,2/J
@K,S7,3/O7ES,Q06C,24J
@K,S7,3/O7ES,Q06C,3/J
@K,S7,3/O7ES,Q06C,4/J
@K,S7,3/O7ES,Q06C,5/J
@K,S7,3/O7ES,Q06C 'F02( 2/J
@K,S7,3/O7ES,Q06C 'F02( 24J
@K,S7,3/O7ES,Q06C 'F02( 3/J
@K,S7,3/O7ES,Q06C 'F02( 4/J
@K,S7,3/O7ES,Q06C 'F02( 5/J

Length

8-ft
8-ft
8-ft
8-ft
8-ft
8-ft
8-ft
8-ft
8-ft
8-ft
8-ft
8-ft
8-ft
8-ft
8-ft

aleddra
314-32/-3444 { hmen?`kdccq`-bnl { r`kdr?`kdccq`-bnl { vvv-`kdccq`-bnl

Base

FA8
FA8
FA8
FA8
FA8
R17D
R17D
R17D
R17D
R17D
G13
G13
G13
G13
G13

Wattage

3/V
3/V
3/V
3/V
3/V
3/V
3/V
3/V
3/V
3/V
3/V
3/V
3/V
3/V
3/V

Color

3000K
24//J
3///J
4///J
5///J
3000K
24//J
3///J
4///J
5///J
3000K
24//J
3///J
4///J
5///J

Vhqhmf vhsgnts A`kk`rs Ch`fq`l

FA8

R17D

G13



G5 SureFit U-bend LED Tube  2’

Features
ǐ TK NNKU bdqshǐdc enq oktf `mc ok`x+ `mc TK HE@Q bdqshǐdc enq chqdbs 
wire
ǐ Ehsr `kk rs`mc`qc 1&w1& T,admc sqneedqr `mc rnbjdsr
ǐ Vnqjr vhsg Hmrs`ms Rs`qs `mc Q`ohc Rs`qs a`kk`rsr+ `r vdkk `r @B,hm 
khmd unks`fd eqnl 00/U,166U
ǐ Cntakd,dmc vhqdc `mc cndr mns qdpthqd sgd bg`mfd ne sgd rnbjdsr 
vhsghm sgd ǐwstqd+ `r hs rtoonqsr ansg rgtmsdc `mc mnm,rgtmsdc 
snlarsnmdr 'rnbjdsr(
ǐ Ehdkc,qdok`bd`akd hmsdqm`k cqhudq

Product Compliance & Certifications: 
ǐ CKB 3-1 pt`khǐdc
ǐ TK Sxod @.Sxod A khrsdc 'NNKU "D368486(
ǐ TK Sxod A bk`rrhǐdc 'HE@Q "D214/62(

Description

Specifications

Lens Type  bkd`q+ cheetrdc

Efficacy  bkd`q kdmr Ǎ 01/ KOV
   cheetrdc kdmr Ǎ 0// KOV

Color   16J+ 2/J+ 24J+ 3/J+ 4/J

CRI   = 7/

Input Voltage 00/U,166U '4/,5/Gy(

Operating Temp. ,1/·E,011·E

Power   04V

Light Output  bkd`q ? 07//kl
   cheetrdc ? 04//kl

Beam Angle  05/·

Ballast  Hmrs`ms Rs`qs+ Q`ohc Rs`qs

Rated Life  to sn 4/+/// gntqr

Warranty  4,xd`q v`qq`msx 

@kdccq`Ʀr RtqdEhs« S7 T,admc stad hr ` rl`qs bgnhbd enq qdsqnǐsshmf 
dwhrshmf ektnqdrbdms T,admc S7Ʀr vhsg `m dmdqfx deǐbhdms qdok`bd,
ldms vhsgnts s`jhmf sgd bnrskx `ksdqm`shud ne bnlokdsd ǐwstqd 
tofq`cdr-

@kdccq`Ʀr 1,es T,admc S7 stad g`r ` 5ƪ rdo`q`shnm adsvddm sgd svn kdfr 
`mc vhkk ǐs `kk rs`mc`qc 1Ʀw1Ʀ T,admc sqneedqr `mc rnbjdsr-

Sgd T,admc stad hr cntakd,dmc vhqdc `mc cndr mns qdpthqd sgd bg`mfd 
ne sgd rnbjdsr vhsghm sgd ǐwstqd+ `r hs rtoonqsr ansg rgtmsdc `mc 
mnm,rgtmsdc snlarsnmdr 'rnbjdsr(- Hs vnqjr vhsg Hmrs`ms Rs`qs `mc 
Q`ohc Rs`qs a`kk`rsr+ `r vdkk `r @B,hm khmd unks`fd eqnl 00/U,166U-

Using a Ballast
Sgd RtqdEhs« T,admc stad b`m chqdbskx qdok`bd sgd dwhrshmf ektnqdrbdms 
T,admc vhsgnts qdvhqhmf-

Using Line Voltage
Sgd hmrs`kk`shnm oqnbdrr hr rhlokd `mc rsq`hfgsenqv`qc- 

ǐ Axo`rr sgd a`kk`rs

ǐ Bnmmdbs khmd unks`fd chqdbskx sn sgd rsnbjdsr 'gns nm nmd dmc `mc 
mdtsq`k nm sgd nsgdq(

ǐ Hmrdqs sgd T,admc stad
Ordering Information
Product #

KKS,1T,S7,04V,A@,B,16J
KKS,1T,S7,04V,A@,B,2/J
KKS,1T,S7,04V,A@,B,24J
KKS,1T,S7,04V,A@,B,3/J
KKS,1T,S7,04V,A@,B,4/J
KKS,1T,S7,04V,A@,C,16J
KKS,1T,S7,04V,A@,C,2/J
KKS,1T,S7,04V,A@,C,24J
KKS,1T,S7,04V,A@,C,3/J
KKS,1T,S7,04V,A@,C,4/J

Lens

Bkd`q
Bkd`q
Bkd`q
Bkd`q
Bkd`q
Cheetrdc
Cheetrdc
Cheetrdc
Cheetrdc
Cheetrdc

Color Temp.

16//J
2///J
24//J
3///J
4///J
16//J
2///J
24//J
3///J
4///J

Photos
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T8/T12 Conversion Kit  8-ft Linear Strip Fixture Conversion

Features

ǐ Low maintenance cost

ǐ Suitable for all G13 T8 bi-pin LED tube (double-end 

LED tube is strongly recommended for safety reasons)

ǐ Pre-wired conversion kit bracket for easy installation

ǐ Mhbd vghsd,o`hms fknrrx ǐmhrg enq oqnedrrhnm`k knnj

ǐ Pre-drilled holes for 8-4I to 2-2I conversion and ballast 

cover installation

Product Compliance & Certifications: 

ǐ TK Bdqshǐdc

Description

Aleddra’s T8/T12 conversion kit is designed for 

7,es khmd`q ektnqdrbdms stad qdsqnǐs- @kdccq` hr vdkk 

known for its EasiRetroFit® double-end LED tube 

`lnmf sgd khfgshmf oqnedrrhnm`k- Mnv vhsg sghr 

conversion kit, the end user with an 8-ft linear 

rsqho b`m nqcdq ansg- Sgd KDC stad `mc sgd bnm-

udqrhnm jhs sg`s b`m fhud xnt dmdqfx deǐbhdmbx 

`mc knv bnrsr enq `kk xntq khfgshmf qdsqnǐs 

oqnidbsr-

Details

aleddra
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Each kit includes:

G13 T8 bi-pin sockets (tombstones)

Available Kits
(8-4I) Conversion Kit
8-ft lamps to four 4-ft lamps

(2-2I) Conversion Kit
8-ft lamp to four 4-ft lamps

7,3H bnmudqrhnm jhs b`m ad qdbnmǐftqdc hm 
sgd ǐdkc sn 1,1H jhs+ r`uhmf sgd dmc trdq sgd 
trouble of having exact counts on both 
ǐwstqdr-

Ordering Information

Product #

Kit-T8-8-4I
Kit-T8-8-2I

Description

Two 8-ft to four 4-ft lamp conversion kit
One 8-ft to two 4-ft lamp conversion kit 



EasiFit® T5 Ballast-Compatible Plastic LED Tube  

Features

ǐ Chqdbs,ǐs+ oktf % ok`x vhsg S4GN a`kk`rs

ǐ Etkk m`mn ok`rshb gntrhmf ancx+ fhuhmf hs sgd dw`bs 

knnj `mc eddk ne ektnqdrbdms S4 `mc ` udqx vhcd 

khfgshmf `mfkd

ǐ Ehsr mhbdkx hmsn sgd dwhrshmf S4 ǐwstqd vhsgnts `mx 

qdvhqhmf

ǐ Khfgshmf hr aqhfgsdq

Product Compliance & Certifications: 
ǐ TK Sxod @ bdqshǐdc
ǐ CKB 3-1 pt`khǐdc 

Description

Specifications

Socket Type F4 'rs`mc`qc S4 k`lo rnbjds(

Efficacy   104-117 LPW

Color   2/J+ 24J+ 3/J+ 4/J

CRI   > 80

Input Voltage 00/U,166U '4/,5/Gy(

Operating Temp. -4ºF-113ºF

Power   28W

Light Output 18//kl sn 21//kl

Beam Angle  074·

Warranty  4,xd`qr.4/+/// gntqr

@kdccq`Ʀr D`rhEhs« S4 KDC stad k`lo hr ` TK 

Sxod @ hmsdqm`k cqhudq stad sg`s hr bnlo`shakd 

vhsg E43 S4GN a`kk`rsr-  Vhsg ` oqhbd `klnrs 

bnlo`q`akd sn ` S4 stad+  ntq D`rhEhs« stad 

k`rsr knmfdq `mc g`r fqd`s dmdqfx r`uhmfr- 

Sgd dmc trdq b`m `bghdud r`uhmfr nm sgd 

qdsqnǐs hmudrsldms-  

Sgd D`rhEhs« S4 KDC stad ed`stqdr ` etk k  m`mn  

ok`rshb ancx gntrhmf+  fhuhmf hs  sgd dw`bs knnj 

`mc eddk  ne sgd e ktnqdrbdms S4 `mc g`r ` udqx 

vhcd k hfgshmf `mfkd-  Hs  ǐsr mhbdkx hmsn sgd 

dwhrshmf S4 ǐwstqd vhsgnts `mx qdvhqhmf+  `mc 

sgd adrs o`qs hr sg`s sgd k hfgs hr aqhfgsdq-

Ordering Information

Product #

KKS,3,S4,11,2/J
KKS,3,S4,11,24J
KKS,3,S4,11,3/J
KKS,3,S4,11,4/J

Lumen

2900
3000
3200
3200

Color

3000K
24//J
4000K
4///J

aleddra
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PLL LED Lamp - Ballast Bypass     

Features

ǐ Ballast bypass (Type B)

ǐ Target Replacement Lamps: FT40W/2G11

ǐ Deǐb`bx9 014 kl.v

ǐ Dmdqfx deǐbhdms

ǐ Bnrs,deedbshud

ǐ 4,xd`q v`qq`msx

Product Compliance & Certifications: 

ǐ TK bdqshǐdc

Description
Specifications

Base   2G11

Color   2/J+ 24J+ 3/J+ 4/J

Wattage  17W

Efficacy  014kl.v

Length   22”

Input Voltage  110V-277V 

Operating Temp. -4ºF-120ºF

Power Factor   0.9

Dimmable  Mnm,chll`akd

Light Output  2/J.24J9 10//kl
   3/J.4/J9 11//kl

Rated Life  to sn 4/+/// gntqr

Warranty  4,xd`q v`qq`msx 
   

@kdccq`Ʀr OKK KDC k`lo hr cdrhfmdc enq qdok`bhmf 1,es 3/V 
OKK k`lo '1F00 a`rd( sg`s hr trdc oqd,cnlhm`mskx vhsg 1w1 
sqneedq ǐwstqdr- Sghr qdsqnǐs k`lo `unhcr sgd bnrskx ǐwstqd 
tofq`cd+ r`udr 46-4$ nm khfgshmf dmdqfx bnmrtloshnm eqnl 
sgd rs`qs+ `mc qdlnudr a`kk`rs l`hmsdm`mbd bnrsr nmbd `mc 
enq `kk enq sgd dmc trdq- Sgd OKK k`lo hr TK bdqshǐdc `mc 
bnldr vhsg 4,xd`q v`qq`msx- 

Ordering Information
Product #

@OKK,12V,17//,AO,2/J
@OKK,12V,17//,AO,24J 
@OKK,12V,17//,AO,3/J 
@OKK,12V,17//,AO,4/J 

Length

22”
22”
22”
22”

aleddra
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Base

2G11
2G11
2G11
2G11

Color

3000K
24//J
4000K
4///J

Lumen

2100
2100
2200
2200

Wattage

17W
17W
17W
17W



LED CoolerTube     External Driver | 4-ft 5-ft 6-ft

Features

ǐ Pt`khǐdr enq Tshkhsx Qda`sdr

ǐ HO54 q`shmf enq lnhrstqd oqnne 

ǐ KDC `ksdqm`shud enq qdeqhfdq`snq khfgshmf

ǐ M`shnm`k fqnbdqr+ rtodql`qjdsr+ `mc bnmudmhdmbd 

rsnqdr `qd sgd odqedbs s`qfds `tchdmbd enq sgd 

BnnkdqStad

Product Compliance & Certifications: 
ǐ bTKtr
ǐ DLC

Specifications

Lens Type  bkd`q

Driver Type  dwsdqm`k cqhudq

Input Voltage 100V-277VAC (50-60Hz)

Output Voltage 36V DC

Efficacy   = 84 KOV 'bkd`q kdmr(

Color   2/J+ 24J+ 3/J+ 34J+ 4/J

CRI   > 80

Operating Temp. -20ºF-122ºF

Power Factor  > .90

Beam Angle  170º

Warranty  4,xd`q

Description

@ k d c c q ` +  v h s g  h s r  r s qn m f  h m c t r s q x  qd o t s ` s h n m  

v h s g  s g d  D ` r h Q d s qn ǐ s «  K D C  s t a d  e n q  S 0 1 . S 7  

qd o k ` b d l d m s r +  h r  m n v  n e ed q h m f  ` m  K D C  

` k s d q m ` s h u d  e n q  qd e q h f d q ` sn q  k h f g s h m f -  

S g d  B n n k d q St a d  h r  c d r h f m d c  v h s g  `  0 6 /  

c d f qd d  a d ` l  ` m f k d +  l d d s h m f  s g d  m d d c r  n e  

l d qb g ` m c h r d  k h f g s h m f  n m  a n s g  r h c d r  n e  s g d  

K D C  k h f g s +  v g h k d  l ` h m s ` h m h m f  `  g h f g  d e ǐ b ` b x  

` s  8 4  k l . v  ` m c  `  o n v d q  e ` b sn q  / - 8 / -  

M ` s h n m ` k  f qn b d q r +  r t o d q l ` q jd s r +  ` m c  b n m -

u d m h d m b d  r sn qd r  ` qd  s g d  o d q ed b s  s ` qf d s  b t r -

sn l d q  e n q  s g d  B n n k d q St a d -  H s  h r  t r d c  h m  b n n k -

d q r  ` m c  qd e q h f d q ` sn q r -  H m  ` c c h s h n m  s g d x  a d m d -

ǐ s  e qn l  @ k d c c q `Ʀr  D ` r h Q d s qn ǐ s  S 7  K D C  s t a d  

e n q  s g d h q  b d h k h m f  k h f g s h m f -  

S g d  ed ` s t qd r  n e  s g d  B n n k d q St a d  d wb d d c  ` m x  

b n l o d s h s h u d  o qn c t b s r  n m  s g d  l ` q jd s -  

Ordering Information
Product #

KKS,3,EQ,B,11V,24J
KKS,3,EQ,B,11V,3/J
KKS,3,EQ,B,11V,4/J
KKS,4,EQ,B,11V,24J
KKS,4,EQ,B,11V,3/J
KKS,4,EQ,B,11V,4/J
KKS,5,EQ,B,2/V,24J
KKS,5,EQ,B,2/V,3/J
KKS,5,EQ,B,2/V,4/J

Length

3,es
3,es
3,es
3,es
4,es
4,es
5,es
5,es
5,es

Lens

Bkd`q
Bkd`q
Bkd`q
Bkd`q
Bkd`q
Bkd`q
Bkd`q
Bkd`q
Bkd`q

Color

3500K
3///J
5000K
3500K
3///J
5000K
3500K
3///J
5000K
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LED E26 Screw-In Bulb    E26 Base

Features

ǐ Dimmable
ǐ Same look-and-feel of an incandescent bulb 
ǐ Driver-less technology
ǐ Q`sdc enq dmbknrdc ǐwstqdr
ǐ Dmdqfx deǐbhdms
ǐ Cost-effective
ǐ 2-year warranty

Product Compliance & Certifications: 
ǐ UL

Specifications

DescriptionBulb Type  LED A19

Base   E26

Color   2700K, 3000K, 3500K, 
                                 4000K, 5000K

CRI   >80

Beam Angle  360º

Input Voltage AC120V

Wattage  8W 

Lumen  8W @ 800lm 

Operating Temp. -20ºF to 120ºF

Rated Life  15,000 hours
Warranty  2 year warranty

Sgd ǐqrs KDC rbqdv,hm atka knnjr dw`bskx khjd sgd 
incandescent bulb. There is no dark zone on the base 
of the bulb and the light shines below the base. 
Nobody will steal it. The most cost-effective direct 
replacement of 60W incandescent bulb with 8W A19 
LED screw-in. Start the saving now.

Ordering Information
Product Model        Wattage  Color       Replacing

AAL-7.7WA19-E26-30K 8W  3000K      60W
AAL-7.7WA19-E26-40K 8W  4000K      60W

*Other colors are available made-to-order
 

Dimensions

A19   2.36” in diameter,  4.25” in height

The traditional A19 
LED lamp has a hard 
cutoff of light at the 
dark base zone.

The Aleddra A19 bulb 
doesn’t have a dark zone at 
the base and puts out light 
beyond the base.

Before After
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CF-LED® Lamp      E26, GX23-2, G24Q, GU24 bases

Features

ǐ 50% energy saving and 75% maintenance reduction

ǐ Cost-effective

ǐ Q`sdc enq dmbknrdc ǐwstqd

ǐ GX23-2 & G24Q bases are dual-mode: ballast-compatible 

and line voltage friendly 

ǐ E26 & GU24 bases are line voltage friendly 

ǐ Can be installed horizontally or vertically with the same 

beam spread as traditional lamps

ǐ 5-year warranty

Product Compliance & Certifications: 
ǐ UL and cUL Type A/Type B listed (OOLV/OOLV7.E479597)
ǐ UK `mc bTK bk`rrhǐdc 'HE@Q.HE@Q6-D214/62(
ǐ LDL Pending

Specifications

Efficacy  120 LPW

Socket Type  E26, GU24
   GX23-2 (2-pin), G24Q, (4-pin)

Color   3000K, 4000K, 5000K

CRI   > 80

Input Voltage 110V-277V

Operating Temp. ,1/·E sn 011·E

Wattage  6W, 11W

Beam Angle  360º

Warranty  5-year warranty

Description

@kdccq`Ʀr BE,KDC« k`lo needqr sgd ǐqrs 25/,cdfqdd 
KDC OK k`lo vhsg 0// kl.v deǐb`bx- Tmkhjd nsgdq KDC 
OK k`lornm sgd l`qjds snc`x+ sghr qdunktshnm`qx k`lo 
can be installed either vertically or horizontally with 
the same beam spread as traditional lamps.

Size
5V9 0 2.7ƪV w 0 2.7ƪK w 3-4ƪG 
'sno sn rnbjds dcfd+ mns hmbktchmf sgd hm,rnbjds kdmfsg(

00V9 0 2.7ƪV w 0 2.7ƪK w 5-0ƪG 
'sno sn rnbjds dcfd+ mns hmbktchmf sgd hm,rnbjds kdmfsg(

Ordering Information (GX23-2/G24Q)

Model #

APL-6-D-GX23-2-30K
APL-6-D-GX23-2-40K
APL-6-D-GX23-2-50K
APL-11-D-GX23-2-30K
APL-11-D-GX23-2-40K
APL-11-D-GX23-2-50K
APL-6-D-G24Q-30K
APL-6-D-G24Q-40K
APL-6-D-G24Q-50K
APL-11-D-G24Q-30K
APL-11-D-G24Q-40K
APL-11-D-G24Q-50K

Socket

GX23-2
GX23-2
GX23-2
GX23-2
GX23-2
GX23-2
G24Q
G24Q
G24Q
G24Q
G24Q
G24Q

Lumen

790lm
790lm
790lm
1240lm
1240lm
1240lm
790lm
790lm
790lm
1240lm
1240lm
1240lm

Replace 
CFL Wattage

13W
13W
13W
26W
26W
26W
13W
13W
13W
26W
26W
26W

Wattage

6W
6W
6W
11W
11W
11W
6W
6W
6W
11W
11W
11W

Color

3000K
4000K
5000K
3000K
4000K
5000K
3000K
4000K
5000K
3000K
4000K
5000K

Ordering Information (E26/GU24)

Model #

APL-6-A-E26-30K
APL-6-A-E26-40K
APL-6-A-E26-50K
APL-11-A-E26-30K
APL-11-A-E26-40K
APL-11-A-E26-50K
APL-6-A-GU24-30K
APL-6-A-GU24-40K
APL-6-A-GU24-50K
APL-11-A-GU24-30K
APL-11-A-GU24-40K
APL-11-A-GU24-50K

Socket

E26
E26
E26
E26
E26
E26
GU24
GU24
GU24
GU24
GU24
GU24

Lumen

790lm
790lm
790lm
1240lm
1240lm
1240lm
790lm
790lm
790lm
1240lm
1240lm
1240lm

Replace 
CFL Wattage

13W
13W
13W
26W
26W
26W
13W
13W
13W
26W
26W
26W

Wattage

6W
6W
6W
11W
11W
11W
6W
6W
6W
11W
11W
11W

Color

3000K
4000K
5000K
3000K
4000K
5000K
3000K
4000K
5000K
3000K
4000K
5000K

aleddra
425.430.4555 | info@aleddra.com | sales@aleddra.com | www.aleddra.com



CF-LED® U-Lamp     E26, E39 HID/MH Replacement

Features

ǐ AC friendly (ballast must be bypassed)
ǐ Compact design and half the weight of LEC Corn Light
ǐ Up to 80% energy savings!
ǐ Cost-effective HID/MH replacement
ǐ Mounting style: Base-up (BU), Horizontal or Base-Down 
(BD)
ǐ 11V sn 4/V l`x ad trdc vhsg dmbknrdc ǐwstqd vhsg 
rteǐbhdms gntrhmf ro`bd
ǐ 7/V mns qdbnlldmcdc enq dmbknrdc ǐwstqd
ǐ 5-year warranty
Product Compliance & Certifications: 
ǐ cULus Listed
ǐ DLC 4.0 (E39 base)
ǐ LDL (E26 base)
ǐ Patent Pending

Specifications

Description

Aleddra’s CF-LED® U-lamp is the most cost-effective 
qdsqnǐs noshnm enq GHC k`lo vhsg to sn 7/$ dmdqfx 
savings. Compared to LED Corn Light, it is superior in 
two aspects: half of the weight and smaller in size, 
which makes it a much better option for enclosed HID 
ǐwstqdr-

This CF-LED U-lamp operates with 110 to 277V AC line 
voltage without any ballast. It is immediately available 
in E26 and E39 (mogul base) base.

L70 > 50,000 hours.
 

Efficacy  >95 LPW

Socket Type  E26, E39, G24Q (22W only)

Color   3000K, 4000K, 5000K

CRI   > 80 (>90 optional)

Input Voltage 110V-277V 
   (bypassing ballast)

Operating Temp. -20ºF to 122ºF

Wattage  22W, 30W, 50W, 80W

Beam Angle  360º

Warranty  5-year warranty/50,000 hours

Ordering Information
Model #

ALJ12-22U-830-G24Q
ALJ12-22U-840-G24Q
ALJ12-22U-850-G24Q
ALJ12-22U-830-E26
ALJ12-22U-840-E26
ALJ12-22U-850-E26
ALJ16-30U-830-E26
ALJ16-30U-840-E26
ALJ16-30U-850-E26

Color

3000K
4000K
5000K
3000K
4000K
5000K
3000K
4000K
5000K

Wattage

22W
22W
22W
22W
22W
22W
30W
30W
30W

Replace HID Wattage

65W
65W
65W
65W
65W
65W
100W
100W
100W

Lumen

2100lm
2100lm
2100lm
2100lm
2100lm
2100lm
3400lm
3400lm
3400lm

Ordering Information
Model #

ALJ16-50U-830-E26
ALJ16-50U-840-E26
ALJ16-50U-850-E26
ALJ16-50U-830-E39
ALJ16-50U-840-E39
ALJ16-50U-850-E39
ALJ16-80U-830-E39
ALJ16-80U-840-E39
ALJ16-80U-850-E39

Color

3000K
4000K
5000K
3000K
4000K
5000K
3000K
4000K
5000K

Wattage

50W
50W
50W
50W
50W
50W
80W
80W
80W

Replace HID Wattage

175W
175W
175W
175W
175W
175W
250W
250W
250W

Lumen

5000lm
5000lm
5000lm
5000lm
5000lm
5000lm
7500lm
7500lm
7500lm

Wattage Diameter Length
22W  2.28”  7.48”
30W  3.28”  9.56”
50W  3.58”  9.84”
80W  5”  11.61”
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Disc Light       Round LED Light Engine

Features

ǐ D`rx hmsdfq`shnm sn mdv ǐwstqd bnmrsqtbshnm
ǐ @ookhb`shnm9 Bdhkhmf Khfgs+ Ektrg Lntms Ehwstqdr
ǐ Integral driver-on-board
ǐ Khmd,unks`fd chll`akd
ǐ Shskd 13 bnlokh`ms
ǐ 5 year warranty

Product Compliance & Certifications: 
ǐ TK BdqshǐdcSpecifications

Description
Color   2///J+ 3///J

CRI   80

Input Voltage 00/U @B

Operating Temp. ,1/·E sn 01/·E

Wattage  06V+ 17V 

Lumen  06V ? 01//kl

   17V ? 11//kl

Dimming  Yes

Rated Life  4/+/// gntqr

Warranty  5 year warranty

Sgd Chrb Khfgs hr ` bnrs,deedbshud+ ghfg,odqenql`mbd 

qdsqnǐs noshnm enq bdhkhmf khfgs+ cqtl ǐwstqdr+ `mc ektrg 

lntmsdc ǐwstqdr+ vhsgnts fnhmf sgqntfg sgd sqntakd ne 

qdok`bhmf sgd bnlokdsd ǐwstqd- Hsr khmd,unks`fd chll`-

akd+ l`jhmf hcd`k qdok`bdldms enq chll`akd hmb`mcdr-

bdms khfgs nq BEK khfgs 'axo`rr a`kk`rs(-

Ordering Information
Model #

@K,3QKD,8/,2/J
@K,3QKD,8/,3/J
@K,6QKD,8/,2/J
@K,6QKD,8/,3/J

Dimension

4”
4”
7”
7”

Wattage

17W
17W
28W
28W

Max Lumens-Dimmable 
@CRI80 @3000K

01//kl
01//kl
11//kl
11//kl

Color

3000K
4000K
3000K
4000K

Dimensions

/-67ƪ

/-65ƪ

3-3/ƪ

2-4ƪ

2-22ƪ
3-3/ƪ

6-3/ƪ

6-3/ƪ

2-4ƪ

4-31ƪ
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EasiFit® Troffer Kit    2x4, 2x2

Features

ǐ Easy installation, no screw needed

ǐ 0-10V Dimmable 

ǐ Bdqshǐdc enq tshkhsx qda`sd

Product Compliance & Certifications: 
ǐ UL
ǐ CKB 3-1 Oqdlhtl

Description
Specifications

Efficacy   Ǎ 015 KL.V

Color   2/J '4/V(+ 24J+ 3/J+ 4/J

CRI   > 80

Input Voltage 110V-277V

Operating Temp. -20ºF-122ºF

Power Factor  >0.90

Size   1w19 11-41ƪK w 1/-56ƪV w 1-5ƪG
   1w39 35-50ƪK w 1/-56ƪV w 1-5ƪG

Weight  2x2 at 5.3lbs
   2x4 at 10.8lbs

Dimming  0-10V dimmable

Warranty  6,xd`q '0/,xd`q noshnm`k(

@kdccq`Ʀr D`rhEhs« Sqneedq Qdsqnǐs Jhs  hr `m 

dmdqfx,deǐbhdms `mc bnrs,deedbshud qdok`bd -

ldms enq `m dwhrshmf k hmd`q sqneedq ktlhm`hqd-  

Hs  ǐsr hmsn sgd dwhrshmf sqneedq gntrhmf+  r`uhmf 

sgd k`anq ne qdlnuhmf hs  `mc sgd sqntakd ne 

chronrhmf hs -  @s sgd r`ld shld+ h s  oqnuhcdr ` 

lnqd `drsgdshb `ood`q`mbd sg`m sgd nkc 

ǐwstqd-  Sgd /,0/U chllhmf l`jdr hs  bnmsqnk -

k`akd ax sgd c`xk hfgshmf g`qudrs rxrsdl enq 

etqsgdq dmdqfx r`uhmfr-

Sgd D`rhEhs« Sqneedq Jhs hr TK.CKB bdqshǐdc  

enq tsh k h sx qda`sd-

Ordering Information
Product #

@S,Q3,04V,WCY,24J
@S,Q3,04V,WCY,3/J
@S,Q3,04V,WCY,4/J
@S,Q3,14V,WCY,24J
@S,Q3,14V,WCY,3/J
@S,Q3,14V,WCY,4/J
@S,Q3,25V,WCY,24J
@S,Q3,25V,WCY,3/J
@S,Q3,25V,WCY,4/J
@S,Q6,14V,WCY,24J
@S,Q6,14V,WCY,3/J
@S,Q6,14V,WCY,4/J
@S,Q6,25V,WCY,24J
@S,Q6,25V,WCY,3/J
@S,Q6,25V,WCY,4/J

Size

2x2
2x2
2x2
2x2
2x2
2x2
2x2
2x2
2x2
2x4
2x4
2x4
2x4
2x4
2x4

Wattage

04V
04V
04V
14V
14V
14V
25V
25V
25V
14V
14V
14V
25V
25V
25V

Lumen

2025
2025
2025
3300
3300
3300
5000
5000
5000
3375
3375
3375
5000
5000
5000

Color

3500K
4000K
5000K
3500K
4000K
5000K
3500K
4000K
5000K
3500K
4000K
5000K
3500K
4000K
5000K

Photos
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UFO Highbay Fixture   100W, 150W, 200W, 300W, 400W, 500W

Features

ǐ Saves up to 70% energy as compared to existing 
ghfga`x ǐwstqdr
ǐ Rsxkhrg `mc lncdqm cdrhfm `mc ` knvdq oqnǐkd
ǐ Designed for indoor lowbay or highbay application
ǐ IP65 rated for dry, damp, and wet locations
ǐ Microwave motion sensor optional
ǐ Daylight sensor optional
ǐ Yoke mount bracket optional
ǐ Aluminum reflector optional
ǐ Polycarbonate reflector optional

Product Compliance & Certifications: 
ǐ UL
ǐ DLC 4.2

Ordering Information
Product #

AHB-10W11A1BUP-5000KA
AHB-15W12A1BUP-5000KA
AHB-20W19A1BUS-5000K
AHB-30W26A1BUP-5000K
AHB-40WA2B-5000K
AHB-50WA2B-5000KA

Wattage

100W
150W
200W
300W
400W
500W

Lumen

14400
21000
25700
40200
49500
64800
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Description

Aleddra’s  UFO luminai re  features  a  sty l ish  des ign and 
` knvdq  oqnǐkd -  H s  hr  cdr hfmdc enq  `mx hmcnnq  knva`x nq  
highbay appl icat ions.  I t  saves up to  70% energy as  
bnlo`qdc sn  sgd  dw hrs hmf g hfga`x ǐwstqdr -

The defaul t  co lor  is  5000K and other  co lors  are  
opt ional .  I t  can a lso accommodate  the  customer ’s  
need for  spc ia l  beam angles :  30 ,  60 ,  90 ,  or  120 
degrees.

Specifications

Driver   Meanwell driver

Efficacy  >130 LPW

Wattage  100/150/200/300/400W

Color   5000K 

CRI   > 80 (90CRI optional)

Input Voltage 110V-277V 

Operating Temp. -20ºF-122ºF

Dimming  1-10V dimmable

IP Rating  IP65

Beam Angle  120º

Warranty  5-year/50,000 hours

* 30K, 35K, 40K models made to order
* 30, 60, 90, 150 degree beam angle made to order



Linear Highbay Fixture   150W, 240W, 320W

Features

ǐ Saves up to 70% energy as compared to existing 

ghfga`x ǐwstqdr

ǐ Meanwell driver 

ǐ 0-10V dimming by default 

ǐ Motion sensor: optional

Product Compliance & Certifications: 

ǐ ETL

ǐ DLC 4.2

Specifications

Efficacy  >103 LPW

CRI   > 80

Color   5000K

Beam Angle  120º

Input Voltage 110V-277V

Operating Temp. -20ºF-122ºF

Dimming  0-10V

Warranty  5-year/50,000 hours
   

Ordering Information
Product #

AHLB-421-W150-50K
AHLB-420-W240-50K
AHLB-420-W320-50K

Wattage

150W
240W
320W

Lumen

16950 lm
26700 lm
33700 lm

Size

2x3
2x4
2x4
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Description

Aleddra’s  Highbay F ixture  features  a  sty l ish  
cdrhfm `mc `  r k hl oqnǐkd -  H s  hr  cdr hfmdc enq  
any indoor  lowbay or  h ighbay appl icat ion.  
H s  r`udr 6/$ dmdqfx `r  bnlo`qdc sn  dw hrs hmf 
g hfga`x ǐwstqdr -  H s  hr  CKB 3 -1  pt`k hǐdc enq  
ut i l i ty  rebate  appl icat ion.

* 30K, 35K, 40K models are made to order
* 480V driver made to order



Slim Vapor Tight    

Features

ǐ Sizes: 2-ft, 4-ft, 8-ft

ǐ Unique design and appearance, wide beam angle

ǐ Various Product Applications: Parking lots, gas 

rs`shnmr+ rtodql`qjdsr+ neǐbd hmcnnq khfgshmf `mc 

more.

ǐ Motion Sensor (optional)

ǐ Emergency Backup (optional)

ǐ 07/ lhmtsdr nm a`ssdqx '5V khfgs ntsots(

ǐ A`ssdqx bgdbj ax qdlnsd bnmsqnk

ǐ 5-year warranty

Product Compliance & Certifications: 

ǐ TK bdqshǐdc

ǐ IP65 rated

ǐ DLC 4.2

Specifications

Description

Size   2ft, 4-ft, 8-ft

Efficacy  120lm/w

Color   5000K

CRI   Ǎ71

Beam Angle  270º

Input Voltage 90-305VAC

Power Factor >0.9

Operating Temp. -14ºF to 104ºF

Rated Life  4/+/// gntqr

Warranty  5-year warranty

Sgd Rkhl U`onq Shfgs hr sgd adrs pt`khsx dmbknrtqd sg`s 
g`r ` tmhptd `ood`q`mbd `mc g`r ` vhcd ad`l `mfkd- Hsr 
athks,hm `ktlhmtl gd`s rhmj oqnuhcdr bnnkhmf `mc 
hloqnudr r`edsx- Hs hr HO54 q`sdc- Noshnm`k ed`stqdr 
hmbktcd sgd Lnshnm Rdmrnq `mc sgd Dldqfdmbx A`bjto- 

Ordering Information
Product #

AVT-2FT-20W-50K
AVT-2FT-20W-50K-MS
AVT-2FT-25W-50K-EB
AVT-2FT-25W-50K-MS+EB
AVT-4FT-36W-50K
AVT-4FT-36W-50K-MS
AVT-4FT-45W-50K-EB
AVT-4FT-45W-50K-MS+EB
AVT-8FT-70W-50K
AVT-8FT-70W-50K-MS
AVT-8FT-70W-50K-EB
AVT-8FT-70W-50K-MS+EB

Size

2-ft
2-ft
2-ft
2-ft
4-ft
4-ft
4-ft
4-ft
8-ft
8-ft
8-ft
8-ft

Wattage

20W
20W
25W
25W
36W
36W
45W
45W
70W
70W
70W
70W

Color

5000K
5000K
5000K
5000K
5000K
5000K
5000K
5000K
5000K
5000K
5000K
5000K

)Nsgdq bnknqr l`cd sn nqcdq

Before AfterDimensions
Length

23.62”
47.24”
94.48”

Width

3.70”
3.70”
3.70”

Height

2.36”
2.36”
2.36”

Type

2-ft, 20W
4-ft, 36W
8-ft, 70W

*MS (Motion Sensor) *EB (Emergency Backup)

Lumen

2560
2560
3200
3200
4600
4600
5760
5760
8960
8960
8960
8960







Slim Shoebox Fixture   80W, 100W, 150W, 200W, 300W

Features

ǐ NEMA 5-pin receptacle built-in

ǐ Dmdqfx,deǐbhdms `mc bnrs,deedbshud qdok`bdldms 

enq dwhrshmf o`qjhmf kns khfgshmf ktlhm`hqd

ǐ Rkhl dwsdqhnq cdrhfm xhdkcr kdrr vhmc cq`f+ oqnsdb-

shud bnudq nm sgd a`bj oqdudmsr ahqc eqnl mdrshmf

ǐ Khfgs Chrsqhatshnm9 Sxod HHH % Sxod U 

ǐ Rtqfd oqnsdbshnm

ǐ Noshnmr9 Vhqdkdrr chllhmf bnmsqnkkdq+ Ognsnbdkk+ 

37/U cqhudq+ rpt`qd.qntmc lntmshmf aq`bjdsr 

ǐ HO54 vds knb`shnm

Product Compliance & Certifications: 

ǐ UL

ǐ CKB 3-/

Ordering Information
Product #

@RA,RAK,2,7/V,4/J,OB
@RA,RAK,2,0//V,4/J,OB
@RA,RAK,2,04/V,4/J,OB
@RA,RAK,2,1//V,4/J,OB
@RA,RAK,2,2//V,4/J,OB

Wattage

7/V
0//V
04/V
1//V
2//V

Light Output

873/ kl
012// kl
0734/ kl
135// kl
26/// kl
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Description

@kdccq`Ʀr  R k hl Rgndanw ktlhm`h qd  hr  `m dmdqfx,deǐb hdms  
`mc bnrs ,de edbs hud  qdo k`bdldms  enq  dw hrs hmf o`qj hmf kns  
k hfgs hmf ktlhm`h qdr -  H sr  r k hl dwsdq hnq  cdr hfm x hd kcr  kdrr  
vhmc cq`f `mc sgd  oqnsdbs hud  bnudq  nm sgd  a`bj 
oqdudmsr  a h qc  e qnl mdrs hmf nm sno ne  sgd  ǐwstqd -

H s  hr  TK bdq s hǐdc enq  vds  knb`s hnm k hfgs hmf `mc bnldr 
vhsg  HO54 q`s hmf-  Sgd cde`tk s  lntms hmf nos hnm hr  `  
r k hoǐssdq-  Nsgdq  rpt`qd  `mc qntmc aq`bjdsr  `qd  `u` h k`a kd  
tonm qdptdrs  `mc b`m ad d`r h kx  rdqu hbd`akd  hm  sgd  ǐd kc -

Sgd ǐwstqd  hr  v`qq`msdc enq  4  xd`qr  `mc sgd  K6/ gntqr  
ne  h sr  KDC c hncd dwbddc 0//+/// gntqr -

@r `m nos hnm +  sgd  ǐwstqd  b`m ad dpthoodc vh sg  `  6,o hm  
MDL@ qdbdos`b kd  enq  trd vh sg  `  2, hm ,0  vh qd kdrr  bnmsqn k -
kd q  sg`s  ` k knvr sgd  e`b h k h sx  l`m`fdldms  sd`l sn  stqm  
nm.nee +  rds  c hllhmf kdud k +  rbgdctkd  ognsnbdk k  `bs hu` -
s hnm +  `mc oqnfq`l ltks ho kd  ǐwstqdr  sgqntfg `  bdmsq` k -
h ydc vhqd kdrr  k hfgs hmf l`m`fdldms  rxrsdl-

Specifications

Lens Type  Sxod HHH `mc Sxod U

Driver   Ld`mvdkk cqhudq

Efficacy  012 KOV

Wattage  7/V , 2//V

Color   4/J 'nsgdq bnknqr noshnm`k(

CRI   >82

Input Voltage 00/U,166U 

Power Factor =/-8/

Operating Temp. -40ºF-140ºF

Dimming  Vhqdkdrr chllhmf noshnm`k

Rated Life  to sn 4/+/// gntqr

Warranty  4,xd`q v`qq`msx

Chldmrhnm9 2/ƪw03-4ƪw2-4ƪ
Vdhfgs9 1//V 16-5 kar+ 2//V 17-3 kar

Nsgdq bnknq l`cd sn nqcdq-

Noshnm`k9 Ognsn Bdkk+ Vhqdkdrr chllhmf bnmsqnkkdq+ 37/U cqhudq
 Rpt`qd.Qntmc lntmshmf aq`bjdsr



3-in-1 Wireless Controller & System     

Ethernet Gateway
ǐ Network Type: star-mesh repeater
ǐ Range: 3 km line of sight
ǐ Standard: IEEE 802.15.4
ǐ Frequency: 902-928MHz
ǐ Power: +24 dBm
ǐ Number of controllers supported: 2,000
ǐ Connection: 3G Cellular or 10/100 Ethernet
ǐ Temperature: -22 to 158 °F
ǐ Input voltage: 120V (transformer needed for 277V)
ǐ Bdkktk`q b`qqhdq bdqshǐdc
ǐ IP66 rated
ǐ FCC and IC compliant
ǐ 5-year limited warranty

Ordering Information
Product #

TOP900TLX
TOP900TLX-E
MWX-LVE-180U
LumeWave Gateway 2.0
Luminsight Desktop Central Management Software
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Microwave Sensor
ǐ Detecting range: 
 Pedestrian: 100’
 Small vehicle: 165’
 Truck: 400’
ǐ Connection to TOP900 wireless controller
ǐ Bi-level timeout, tri-level timeout
ǐ IP65
ǐ Power: +24 dBm
ǐ Temperature: -22 to 158 °F
ǐ Size: 3.5”x3.5”x3.5”
ǐ FCC approved, UL listed
ǐ 5-year limited warranty

Wireless Controller Wireless Controller Lite Microwave Sensor

TOP900LTX/E Wireless Controller
ǐ 3-in-1 wireless controller: 
 Wireless on-off and dimming (0-10V)
 Integrated Photo-cell
 Centralized lighting management
ǐ Input voltage: 110-277V (480V optional)
ǐ Motion sensor (optional)
ǐ Secure AES 128-bit encryption
ǐ Wireless standard:
 IEEE 802.15.4
 Frequency: 902-928MHz
 Range: 1 mile
ǐ IP66
ǐ FCC approved, UL 916/773 listed, RoHS compliant
ǐ Title 24 compliant
ǐ 5-year limited warranty

Product Description

Wireless Controller
Wireless Controller Lite
Microwave Sensor
Ethernet Gateway
Lighting Management System



Slim Lowbay Canopy   40W, 70W

Features

ǐ Dmdqfx,deǐbhdms % bnrs,deedbshud qdok`bdldms enq 

dwhrshmf sq`chshnm`k knva`x b`mnox ktlhm`hqd

ǐ Athks vhsg sno ne sgd khmd KDCr `mc sgd qdots`akd 

Ld`mvdkk cqhudq 

ǐ HO54 vds knb`shnm

ǐ Chd,b`rs `ktlhmtl gntrhmf 

ǐ Hcd`k enq o`qjhmf f`q`fd nq knv,bdhkhmf b`mnox 

khfgshmf `ookhb`shnmr

ǐ Lntmshmf Noshnmr9 Rtqe`bd lntms+ Onkd lntms+ 

A`rd,ok`sd lntms

Product Compliance & Certifications: 

ǐ TK

ǐ CKB 3-/
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Description

@kdccq`Ʀr  R k hl Knva`x B`mnox Ktlhm`h qd  hr  `m dmdqfx  
deǐb hdms  `mc bnrs ,de edbs hud  qdo k`bdldms  enq  `m dw hrs -
hmf  s q`c h s hnm`k  knva`x b`mnox ktlhm`h qd -  H s Ʀr  at h k s  vh sg  
sno ne  sgd  k hmd  KDCr `mc sgd  qdots`akd  Ld`mvdk k  cq hudq+  
vghbg ld`mr +  edvdq  l`hmsdm`mbd bnrsr -  

H sr  HO54 q`s hmf l`jdr h s  hcd` k  enq  vds  knb`s hnmr-  Sgd 
R k hl Knva`x B`mnox Ktlhm`h qd  hr  TK bdq s hǐdc `mc CKB 
pt`k hǐdc enq  ts h k h sx  qda`sd -  H s  bnldr vhsg  `  4,xd`q+  
4/ +/// gntqr  v`qq`msx-  

Sgd `ook hb`s hnm hr  hcd` k  enq  o`qj hmf f`q`fd nq  knv,bd h k -
hmf  b`mnox k hfgs hmf `ook hb`s hnmr-

Specifications

Driver   Ld`mvdkk cqhudq

Efficacy  Ǎ 0/4 KL.V

Color   4///J

CRI   = 7/

Input Voltage 00/U,166U 

Power Factor =/-84

Operating Temp. ,3/·E,011·E

Rated Life  to sn 4/+/// gntqr

Warranty  4,xd`q v`qq`msx

Noshnm @9 Rtqe`bd Lntms Noshnm A9 Onkd Lntms Noshnm B9 A`rd,ok`sd lntms

Ordering Information
Product #

@BO,13,3/V,4/J
@BO,13,6/V,4/J

Wattage

3/V
6/V

Lumen

32//
664/

Replacing

04/V
14/V

Weight

4-4kar
5-3kar

) 4///J hm rsnbj+ nsgdq bnknqr l`cd sn nqcdq

Chldmrhnm9 0/-4ƪ w 0/-4ƪ w 3ƪ



Quick Mounting Wall Pack AWP-WPL 4 Series

Features
ǐ More than 85% light transmission glass lens 
ǐ Application: outdoor walkways, security lighting, building 
entrances, schools, museum and commercial building
ǐ A`bj ǐmr nm a`rd bnudq+ oqnuhchmf deǐbhdms gd`s chrrho`shnm
ǐ Ognsnbdkk hmrs`kkdc ax cde`tks
ǐ /,0/U chll`akd enq fqd`s dmdqfx r`uhmfr
ǐ Khfgs ft`qc enq c`qj,rjx bnlokh`mbd 'noshnm`k(
ǐ U`mc`k oqnsdbshnm ft`qc 'noshnm`k(
ǐ Ognsn bnmsqnk `mc lnshnm rdmrnq 'noshnm`k(
ǐ 5-year warranty

Product Compliance & Certifications: 
ǐ UL, DLC 4.2
ǐ IP65 rated

Specifications

Description

Efficacy  100-115 lm/w

Color   5000K

CRI   >80

Input Voltage 110V-277V

Operating Temp. -40ºF-140ºF

Wattage  40W, 60W, 80W, 120W 

Power Factor >0.94

Photocell  Built-in

Dimmable  0-10V

Rated Life  up to 76,000 hours

Warranty  5-year warranty

Sgd Pthbj Lntmshmf V`kk O`bj hr `m dmdqfx,deǐbhdms `mc 
bnrs,deedbshud qdok`bdldms enq sgd dwhrshmf v`kko`bj ktlhm`hqd- 
Hcd`k enq vds knb`shnm vhsg hsr HO54 q`shmf- Rtodqhnq chd,b`rs 
aluminum housing with high-durability and long lasting color. 
@ khfgs ft`qc b`m ad `ss`bgdc sn sgd ǐwstqd enq c`qx,rjx 
compliant application. Vandal protection guard is also
`u`hk`akd-

Dimensions

Ordering Information
Product #

AWP-WPL-4-40W-50K
AWP-WPL-4-60W-50K
AWP-WPL-4-90W-50K
AWP-WPL-4-120W-50K

Wattage

40W
60W
90W
120W

Lumen

4320lm
6545lm
9800lm
12720lm

Color

5000K
5000K
5000K
5000K

Size

3/.5/V9 8-14ƪ w 03-2ƪ
8/.01/V9 7-8ƪ w 07-2ƪ

Vandal Guard

Light Guard
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LED Garden Light    

Features

ǐ Application: Pedestrian street, factory, schools, 

garden, courtyard, hotel, parking lot, public park

ǐ Lighter in weight

ǐ Cost-effective

ǐ Dimmable

ǐ Samsung LED chips producing brighter lighting

ǐ IP65 for wet locations

ǐ Photocell optional

ǐ 5-year warranty

Product Compliance & Certifications: 

ǐ ETL 

Specifications

Description

Color   5000K

CRI   Ǎ6/

Input Voltage 00/U,166U

Operating Temp. -40ºF to 140ºF

Wattage  20W, 35W, 50W, 100W

Beam Angle  100*140º 

Power Factor >0.93

Warranty  5-year warranty

The Garden Light is a cost-effective and high 
performance option for various applications such as 
pedestrian streets, factories, schools, gardens, and 
more. It has an elegant appearance, excellent struc-
ture, and is lighter in weight. It is IP65 rated for wet 
locations. 

Ordering Information

AGL-260-W020-Y1-Z1 (3000K)
AGL-260-W020-Y1-Z1 (4000K)
AGL-260-W020-Y1-Z1 (5000K)
AGL-260-W035-Y1-Zn(3000K)
AGL-260-W035-Y1-Zn(4000K)
AGL-260-W035-Y1-Zn(5000K)
AGL-325-W50-Y1-Z1 (3000K)
AGL-325-W50-Y1-Z1 (4000K)
AGL-325-W50-Y1-Z1 (5000K)
AGL-325-W100-Y1-Z1 (3000K)
AGL-325-W100-Y1-Z1 (4000K)
AGL-325-W100-Y1-Z1 (5000K)

Wattage Lumen

1980
2030
2080
216/
226/
3460
336/
336/
36//
9950

10200
10400

Color

3000K
4000K
5000K
3000K
4000K
5000K
3000K
4000K
5000K
3000K
4000K
5000K

aleddra
425.430.4555 | info@aleddra.com | sales@aleddra.com | www.aleddra.com

Dimensions

Beam Angle: 100*140º

Model #

20W
20W
20W
35W
35W
35W
50W
50W
50W

100W
100W
100W
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